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(1) Twelve-channel all-in-view Dif-
ferential Global Positioning System
(dGPS) receiver;

(2) Marine band Non-Directional Bea-
con receiver capable of receiving dGPS
error correction messages;

(3) VHF—FM transceiver capable of
Digital Selective Calling (DSC) on the
designated DSC frequency; and

(4) Control unit.
(b) An AISSE must have the fol-

lowing capabilities:
(1) Use dGPS to sense the position of

the vessel and determine the time of
the position using Universal Coordi-
nated Time (UTC);

(2) Fully use the broadcast type 1, 2,
3, 5, 6, 7, 9, and 16 messages, as specified
in RTCM Recommended Standards for
Differential NAVSTAR GPS Service in
determining the required information;

(3) Achieve a position error which is
less than ten meters (32.8 feet) 2 dis-
tance root mean square (2 drms) from
the true North American Datum of 1983
(NAD 83) in the position information
transmitted to a VTS;

(4) Achieve a course error of less than
0.5 degrees from true course over
ground in the course information
transmitted to a VTS;

(5) Achieve a speed error of less than
0.05 knots from true speed over ground
in the speed information transmitted
to a VTS;

(6) Receive and comply with com-
mands broadcast from a VTS as DSC
messages on the designated DSC fre-
quency;

(7) Receive and comply with RTCM
messages broadcast as minimum shift
keying modulated medium frequency
signals in the marine radiobeacon
band, and supply the messages to the
dGPS receiver;

(8) Transmit the vessel’s position,
tagged with the UTC at position solu-
tion, course over ground, speed over
ground, and Lloyd’s identification
number to a VTS;

(9) Display a visual alarm to indicate
to shipboard personnel when a failure
to receive or utilize the RTCM mes-
sages occurs;

(10) Display a separate visual alarm
which is triggered by a VTS utilizing a
DSC message to indicate to shipboard
personnel that the U.S. Coast Guard

dGPS system cannot provide the re-
quired error correction messages; and

(11) Display two RTCM type 16 mes-
sages, one of which must display the
position error in the position error
broadcast.

(c) An AISSE is considered non-oper-
ational if it fails to meet the require-
ments of paragraph (b) of this section.

NOTE: Vessel Traffic Service (VTS) areas
and operating procedures are set forth in
Part 161 of this chapter.

[CGD 90–020, 59 FR 36334, July 15, 1994, as
amended by CGD 97–023, 62 FR 33365, June 19,
1997]

§ 164.51 Deviations from rules: Emer-
gency.

Except for the requirements of
§ 164.53(b), in an emergency, any person
may deviate from any rule in this part
to the extent necessary to avoid endan-
gering persons, property, or the envi-
ronment.

[CGD 74–77, 42 FR 5956, Jan. 31, 1977]

§ 164.53 Deviations from rules and re-
porting: Non-operating equipment.

(a) If during a voyage any equipment
required by this part stops operating
properly, the person directing the
movement of the vessel may continue
to the next port of call, subject to the
directions of the District Commander
or the Captain of the Port, as provided
by Part 160 of this chapter.

(b) If the vessel’s radar, radio naviga-
tion receivers, gyrocompass, echo
depth sounding device, or primary
steering gear stops operating properly,
the person directing the movement of
the vessel must report or cause to be
reported that it is not operating prop-
erly to the nearest Captain of the Port,
District Commander, or, if partici-
pating in a Vessel Traffic Service, to
the Vessel Traffic Center, as soon as
possible.

(Sec. 2, Pub. L. 95–474, 92 Stat. 1471 (33 U.S.C.
1221); 49 CFR 1.46(n)(4))

[CGD 74–77, 42 FR 5956, Jan. 31, 1977]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 164.53, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and on GPO Access.
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